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UNIT:mm X-Lok D Size 20A(For Power)
Receptacle Front 4P M Conn M Pin
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REV. ECN NO. DATE SIGN DESCRIPTION

B C211517 2021-09-28 Fu *1

ITEM NAME Description Spec QTY

1 ZSE00106723 X-LOK D PANELTO PRINT ANA00011083+HPP00010062 1

2 BBB00010062 20A MALE PIN TERMINAL 科奕,PX12027A,C5191 4

3 DGA00010106 GASKET,SQUARE,SILI,XGRAY,60 Φ25.20XΦ31.00XH00.85,N 1

4 ANA00010057 SCREW NUT NYLON+25%GF,94V-0,BK,LTW-TM127 1

5 liq-019.prt 1

Pin Assignments
Front View

Recommended Panel
Cut-Out

Note:
*   Important Dimension.
* Waterproof Rate: IPX8, Unmated 1m/24h.
* Housing: Thermoplastic, Black.
* Male Pin: Copper Alloy, Gold Plated.
* Gasket: Rubber, Gray.
* Nut: Thermoplastic, Black.
* Use Without Waterproof Cap 
    Panel Thickness Max: 3.6mm
* Use With Waterproof Cap 
    Panel Thickness Max: 2.6mm
* Gasket and nut are packed separately in PE bags.
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